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GLUE 
 

High Strength General Purpose Adhesive 

Technical Information 
 

Glue is a high strength non-structural spray adhesive. 
The product possesses good initial strength and has a fast build up to reach its ultimate strength. 
 
Glue is a contact adhesive that is suitable for use with a wide range of materials and substrates. 
 
The product is supplied in a handy aerosol package that uses an environmentally acceptable 
propellant system. 
 
 
 
Primary features attributable to Glue are: 
 

 High Strength Contact Adhesive; 

 Fast build up of bond strength; 

 Multi-purpose applications; 

 Adjustable applicator; 

 Safe on wide range of substrates. 
 
 
 
 
 

Applications 
 

Glue is a strong multi-purpose adhesive that effectively bonds:- 
- Laminates and veneer edging,  
- Polyethylene,  
- Glass,  
- Rubber materials,  
- Wood and paper,  
- Metals,  
- Upholstery foams and fabrics. 
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Health and Safety 
 
Glue is classed as harmful, but is non-flammable.  
Users should avoid eye and skin contact and breathing vapours. 

Pressurised container, do not puncture or expose to temperatures in excess of 50 C. 
 
See Material Safety Data Sheet for details. 

 

 

Typical Properties 
 

Appearance liquid 

Odour Characteristic sweet smell 

Solubility 20 g/L 

Flash Point (Abel closed cup, C) None 

Density, g/cm3 1.15 

Vapour density (air=1) 2.39 

 

The product has a shelf life of not less than 24 months when stored upright, away from heat and 
direct sun, in original containers between 5ºC and 35ºC. 
 
 
 
 

Directions for Use 
Surface Preparation: 
 
All surfaces to be bonded should be dry and free from dust and other loosely adherent particles, 
oil & grease and any other detrimental contaminants that would impair adhesion. 
 
Degrease the surface using either a performance solvent e.g. Leksol, or an aqueous detergent 
cleaner e.g. Detergent G.P, to obtain a suitable surface for maximum adhesion. 
 
Note: Leksol and Detergent G.P. are trade-names of Amity. 
 

Application: 
 

Shake can thoroughly before use. 
 
Adjust spray nozzle to give a clean spray pattern with even coverage. 
Spray an even light coating over the surface from a distance of between 12 and 18 cm (4 to 6 
inches). 

For Lightweight materials, apply the adhesive to one surface to be bonded. 
For Heavy materials, apply one coat of the adhesive to both surfaces to be bonded. 

 
Allow 30 seconds to 1 minute for the solvent carrier to evaporate before bringing the surfaces 
together. 
Align the parts to be joined, then working from one edge stroke the surfaces together excluding air 
as the joint is progressed.  
Finally for maximum benefit, apply a firm even pressure to maintain contact for about 5 minutes 
before releasing. 
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CONTACT DETAILS: 

 
For UK and Rest of the World:                                 For North America:  
 

Amity International,      Amity International, 
Libra House, West Street    PO Box 5254,  
Worsborough Dale,        1704 Denver Road,  
BARNSLEY       ANDERSON,  
S YORKS, S70 5PG,      SOUTH CAROLINA,  
ENGLAND       SC29623, USA. 
 
Tel:  +44 (0) 1226 770787     Tel:  864 622 2233 
Fax: +44 (0) 1226 770757     Fax:  864 622 2234     

 

E-mail: sales@amityinternational.com 

Web site: http://www.amityinternational.com 
 

For any further information, please contact your distributor or Amity. 
 
In the event of any technical queries, please contact: 
Mr. Ram Singh at the UK/ROW address, above, or by e-mail to: 
 
rsingh@amityinternational.com 
 

 

 

Packaging Details: 
 
Glue is available in: 
 

- 500 ml aerosol containers. 
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