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M.S.D. 
 

Multi System Descaler 
Technical Information 

 

M.S.D. is a blend of acids, surfactants and corrosion inhibitors formulated for the removal of dirt, 
scale and rust without excessive foaming. 
 
 
 
Primary features attributable to M.S.D. are: 
 

• Effective cleaner/descaler; 

• Good rust remover; 

• Easy to use, 

• Cost effective utilisation. 
 
 
 
 
 

Applications 
 

M.S.D. is a general-purpose cleaner/descaler for: 
- Aluminium and its alloys; 
- Cleaning of aluminium vehicle bodies; 
- Removal of industrial stains and grime;  
- Removal of scale from industrial and kitchen equipment / machine surfaces. 

 
 
 
 
 

Compatibility 
 

M.S.D. is compatible with most paints, plastics and elastomers. It will etch and react with 
aluminium alloys and steels  
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Health and Safety 
 

M.S.D. is classified as CORROSIVE, contains phosphoric acid. 
Users should avoid contact with skin and eyes and wear suitable protective gloves and safety 
glasses.  
Users should also avoid ingesting the cleaner or inhaling vapours. 
Do not store or use near naked flames, sources of ignition or heat sources. Do not eat, drink or smoke 
whilst using the product. 
Use in a well-ventilated area and wear suitable protective clothing. 
 
See      Safety Data Sheet for details. 
 
 
 

Typical Properties 
 

Appearance Clear colourless to pale straw liquid  

Odour Slightly acidic 

pH 2.0 (1.0% solution) 

Density, g/cm3 @ 25 C 1.23 

Boiling Point  C 100 approximately 

Solubility in water Completely miscible 

Flash Point (Abel closed cup, C) None 

  

 
MSD has a storage life of not less than 36 months when stored in original unopened containers in 

a cool, dry, well-ventilated area between 5 C and 35 C. 
 

 
 
 
 

Directions for Use 
Application: 
 

M.S.D. is normally used diluted. 
 
Aluminium Surface Cleaning: 
Dilute 1 part of M.S.D. to 5 parts water. 
Apply the diluted solution to the surface by brush or swab, working from the bottom upwards.  
Allow the cleaner to penetrate and remain in contact for between 5 and 10 minutes, then rinse off 
with water. 
 
Note: 

Penetration of the M.S.D. should be assisted by the use of a stiff bristle brush. 
For stubborn stains, the use of a more concentrated solution and increased contact time will 
be beneficial, but take care not allow the surface to dry out before washing off. 

 
Descaling: 
Dilute 1 part of M.S.D. to 10 parts water. 
Fill the equipment with solution and allow to work.  
On completion of descaling, rinse out thoroughly with clean water. 
 
Note: 

The application of heat will improve the descaling action dramatically. 
If the system is closed (e.g. a heating system or boiler), it is important to ensure that venting 
of reaction gases can occur. 
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CONTACT DETAILS: 
 
For UK and Rest of the World:                                 For North America:  
 

Amity International,      Amity International, 
Libra House, West Street     PO Box 5254,  
Worsbrough Dale,        1704 Denver Road,  
BARNSLEY       ANDERSON,  
S YORKS, S70 5PG,      SOUTH CAROLINA,  
ENGLAND       SC29623, USA. 
 
Tel:  +44 (0) 1226 770787     Tel:  864 622 2233 
Fax: +44 (0) 1226 291936     Fax:  864 622 2234     
 
E-mail:     sales@amityinternational.com  
Web site: http://www.amityinternational.com  
 

For any further information, please contact your distributor or Amity. 
 
In the event of any technical queries, please contact: 
Mr. Ram Singh at the UK/ROW address, above, or by e-mail to: 
 
rsingh@amityinternational.com  
 
 

 
 
Packaging Details: 
 
M.S.D. is available in: 
 

- 5 Litre containers 
- 25 Litre drums. 
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